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C-200

GRADING AND
DRAINAGE PLAN

TOPOGRAPHIC SURVEY OBTAINED BY HZI DATED APRIL 2016. PREPARED BY KIM STELZER RPLS 7482.

1. PRIOR TO ANY CONSTRUCTION, THE CONTRACTOR SHALL EXCAVATE AND VERIFY THE LOCATION OF ALL POTENTIAL
OBSTRUCTIONS.  SHOULD A CONFLICT EXIST, THE CONTRACTOR SHALL NOTIFY THE ENGINEER AS SOON AS POSSIBLE
TO RESOLVE THE CONFLICT WITH A MINIMUM AMOUNT OF DELAY.

2. ALL WORK ON THIS PLAN SHALL BE PERFORMED IN ACCORDANCE WITH APPLICABLE FEDERAL, STATE AND LOCAL
LAWS, RULES AND REGULATIONS CONCERNING CONSTRUCTION SAFETY AND HEALTH.  ALL WORK ON THIS PLAN
SHALL BE CONSTRUCTED ACCORDING TO CURRENT CITY OF GALLUP AND CID PUBLIC WORKS SPECIFICATIONS.

3. IF ANY UTILITY LINES, PIPELINES, OR UNDERGROUND UTILITY LINES ARE SHOWN ON THESE DRAWINGS, THEY ARE
SHOWN IN AN APPROXIMATE LOCATION ONLY, AND LINES MAY EXIST WHERE NONE ARE SHOWN, THE LOCATION IS
BASED UPON INFORMATION PROVIDED BY THE UTILITY OWNER OR FROM EXISTING PLANS, AND THIS INFORMATION
MAY BE INCOMPLETE, OR OBSOLETE AT THE TIME OF CONSTRUCTION.  THE ENGINEER HAS NOT UNDERTAKEN ANY
FIELD VERIFICATION OF THESE LOCATIONS, LINE SIZES OR MATERIAL TYPE, MAKES NO REPRESENTATION THERETO,
AND ASSUMES NO RESPONSIBILITY OR LIABILITY THEREFORE.  THE CONTRACTOR SHALL INFORM ITSELF OF THE
LOCATION OF ANY UTILITY LINE, PIPELINE OR UNDERGROUND INSTALLATION IN OR NEAR THE AREA IN ADVANCE OF
AND DURING ANY EXCAVATION WORK.  THE CONTRACTOR IS FULLY RESPONSIBLE FOR ANY AND ALL DAMAGES
CAUSED BY ITS FAILURE TO LOCATE, IDENTIFY AND PRESERVE ANY AND ALL EXISTING UTILITIES, PIPELINES AND
UNDERGROUND FACILITIES.  IN PLANNING AND CONDUCTING EXCAVATIONS, THE CONTRACTOR SHALL COMPLY WITH
ALL STATE STATUTES, MUNICIPAL AND LOCAL ORDINANCES, RULES AND REGULATIONS, IF ANY, PERTAINING TO THE
LOCATION OF THESE LINES AND FACILITIES.

4. THE CONTRACTOR SHALL INSURE THAT NO SOIL ERODES FROM THE SITE INTO PUBLIC RIGHT-OF-WAY OR ONTO
PRIVATE PROPERTY.  THIS CAN BE ACHIEVED BY CONSTRUCTING TEMPORARY BERMS AND BY WETTING THE SOIL TO
KEEP IT FROM BLOWING.

5. THE CONTRACTOR SHALL OBTAIN ANY AND ALL PERMITS REQUIRED BY CITY OF GALLUP AND CID FOR THE
COMPLETION OF THE WORK PRIOR TO BEGINNING CONSTRUCTION.
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 1" = 10'-0"
DEMOLITION PLANA1

N

1 EXISTING SPEED LIMIT SIGN TO BE REMOVED IN ITS ENTIRETY.  COORDINATE WITH CITY
FOR NEW LOCATION.

2 REMOVE PORTION OF EXISTING SIDEWALK AND CURB
3 EXISTING WATER METER TO BE RELOCATED.
4 EXISTING STORM DRAIN INLET
5 EXISTING CURB TO REMAIN. CONTRACTOR TO REPAIR ANY DAMAGE DONE DURING

CONSTRUCTION AT NO ADDITIONAL COST TO OWNER.
6 EXISTING SIDEWALK TO REMAIN. CONTRACTOR TO REPAIR ANY DAMAGE DONE DURING

CONSTRUCTION AT NO ADDITIONAL COST TO OWNER.
7 REMOVE AND DISPOSE OF EXISTING NATIVE LANDSCAPE AS REQUIRED FOR NEW WORK.
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SYMBOL BOTANICAL NAME COMMON NAME QTY. SIZE & COMMENTS
HEIGHT &

SPAN

FRAXINUS VELUTINA ARIZONA ASH 4 2 1/2 GAL. 30' x 30'

LAVANDUL ANGUSTIFOLIA LAVENDER 6 5 GAL. 3' x 3'

PLANTING LEGEND

GENERAL NOTES

KEYED NOTES

LEGEND

STABILIZED CRUSHER FINES

CRUSHER FINES - COLOR 1

CRUSHER FINES - COLOR 2

CONCRETE

WOOD FIBER MULCH

PLANTING GENERAL NOTES

ALTERNATE
1 - DOUBLE LIGHT FIXTURE
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 1" = 10'-0"
SITE PLANA1

1 PLAY EQUIPMENT. MFG. GAMETIME MODEL #203SS "OFFSET GOOSENECK POST WHITE BACKBOARD
DOUBLE RIM". INSTALL PER MANUFACTURER'S SPECIFICATIONS.

2 CONCRETE BASKETBALL COURT.  STRIPING BY PLAY EQUIPMENT CONTRACTOR.  COLOR FROM
MANUFACTURER STANDARD COLORS.

3 16'x16' FOUR SQUARE COURT.  STRIPING BY PLAY EQUIPMENT CONTRACTOR.  COLOR FROM
MANUFACTURER STANDARD COLORS.

4 PLAY EQUIPMENT. MFG. CUSTOM PLAYGROUND EQUIPMENT #FPE-304 "TRIPLE TOSS FUN HOOP -
GALVANIZED POST". INSTALL PER MANUFACTURER'S SPECIFICATIONS.

5 HOPSCOTCH COURT.  STRIPING BY PLAY EQUIPMENT CONTRACTOR.  COLOR FROM MANUFACTURER
STANDARD COLORS.

6 PARK EQUIPMENT. MFG. GAMETIME MODEL #28027 "TUFFCLAD SERIES LITTER RECEPTACLE WITH
COVER". INSTALL PER MANUFACTURER'S SPECIFICATIONS.

7 PLAY EQUIPMENT. MFG. GAMETIME MODEL #8533 "SINGLE TOWER CHALLENGE STATION CLIMBER".
INSTALL PER MANUFACTURER'S SPECIFICATIONS.

8 PLAY EQUIPMENT. MFG. GAMETIME MODEL #4625 "BALANCE BEAM". INSTALL PER MANUFACTURER'S
SPECIFICATIONS.

9 PLAY EQUIPMENT. MFG. GAMETIME MODEL #6143 "WHIRLWIND SEAT". INSTALL PER MANUFACTURER'S
SPECIFICATIONS.

10 PLAY EQUIPMENT. MFG. GAMETIME MODEL #11897 "SOMERSET". INSTALL PER MANUFACTURER'S
SPECIFICATIONS.

11 PLAY EQUIPMENT. MFG. PLAY AND PARK STRUCTURES MODEL #66546 "HORSE BOUNCER". INSTALL PER
MANUFACTURER'S SPECIFICATIONS.

12 PLAY EQUIPMENT. MFG. GAMETIME MODEL #81751 "DOUBLE BAY SINGLE POST SWING". INSTALL PER
MANUFACTURER'S SPECIFICATIONS.

13 PLAY EQUIPMENT. MFG. GAMETIME MODEL #1469 "ENCLOSED TOT SWING SEAT". INSTALL PER
MANUFACTURER'S SPECIFICATIONS.

14 PARK EQUIPMENT. MFG. GAMETIME MODEL #7700 "LOOP BICYCLE RACK". INSTALL PER
MANUFACTURERS SPECIFICATIONS.

15 PARK EQUIPMENT. MFG. GAMETIME MODEL #28003 "TUFFCLAD BENCH". INSTALL PER MANUFACTURERS
SPECIFICATIONS.

16 5'H. WROUGHT IRON PERIMETER FENCE. OWNER PROVIDED AND OWNER INSTALLED.
17 4'H. CHAIN LINK FENCE.
18 PARK EQUIPMENT. MFG. GAMETIME MODEL #28021 "SINGLE PEDESTAL TUFFCLAD SERIES FOOD COURT

TABLE". INSTALL PER MANUFACTURER'S SPECIFICATIONS.
19 EXISTING DRAINAGE DITCH
20 SIDEWALK RAMP
21 EXISTING SIDEWALK
22 PAINTED PARKING STRIPPING (TYP.)
23 ACCESSIBLE PARKING SIGN
24 LIGHT FIXTURE. BASIS OF DESIGN: MFG. STREETWORKS NVN NAVION MODEL

#NVN-AE-02-E-U-T3R-10K-4-AP OR APPROVED EQUAL. INSTALL PER MANUFACTURER'S SPECIFICATIONS.
25 LIGHT FIXTURE.  ALTERNATE NO. 1: DOUBLE LIGHT FIXTURE AT THIS LOCATION. BASIS OF DESIGN: MFG.

STREETWORKS NVN NAVION MODEL #NVN-AE-02-E-U-T3R-10K-4-AP OR APPROVED EQUAL. INSTALL PER
MANUFACTURER'S SPECIFICATIONS.

26 CONCRETE ACCESSBILE RAMP
27 7' HIGH CHAIN LINK GATE
28 CONCRETE PARKING BUMPER (TYP.)
29 PAINTED ADA SYMBOL
30 PAINTED DIRECTIONAL ARROWS (TYP.)
31 12'H CHAINLINK FENCE
32 BASKETBALL COURT STRIPPING PER MANUFACTURER'S INSTALLATION AND SPECIFICATIONS.
33 PARK EQUIPMENT. MFG. GAMETIME MODEL #51 "STANDARD STOVE GRILL". INSTALL PER

MANUFACTURERS SPECIFICATIONS.
34 PARK EQUIPMENT. MFG. GAMETIME MODEL #28021 "SINGLE PEDESTAL TUFFCLAD SERIES ADA

ACCESSIBLE FOOD COURT TABLE". INSTALL PER MANUFACTURER'S SPECIFICATIONS. TABLE TO HAVE
THREE SEATS.

35 PLAY EQUIPMENT. MFG. GAMETIME MODEL #8531 "ADAPTIVE SWING SEAT".INSTALL PER
MANUFACTURER'S SPECIFICATIONS.

36 PLAY EQUIPMENT. MFG. GAMETIME MODEL #1481 "BELT SWING SEAT". INSTALL PER MANUFACTURER'S
SPECIFICATIONS.

37 PLAY EQUIPMENT. MFG. GAMETIME MODEL #6141 "MINI TOADSTOOL". INSTALL PER MANUFACTURER'S
SPECIFICATIONS.

38 RELOCATED WATER METER
39 LIFT POLE BY OWNER

A. SEE SHEET A-502 FOR PLANTING DETAILS
B. SEE SHEET A-502 FOR FENCING DETAILS
C. ALL PLAYGROUND EQUIPMENT IS "BASIS OF DESIGN".

N

1 ALL QUANTITIES SHOWN IN PLANT LIST ARE FOR CONVENIENCE.  CONTRACTOR
SHALL BE RESPONSIBLE FOR QUANTITY TAKE OFFS. IN SITUATIONS WHERE PLANS
CONFLICT WITH QUANTITIES SHOWN IN PLANT LIST THE QUANTITIES IN THE PLANS
SHALL GOVERN.

2 PLANT MATERIAL SUBSTITUTIONS SHALL NOT BE MADE WITHOUT THE WRITTEN
PERMISSION OF THE ARCHITECT. THE SUBSTITUTION OF MATERIALS DIFFERING IN
KIND, QUALITY OR SIZE FROM THAT SPECIFIED WILL BE ALLOWED ONLY AFTER
THE ARCHITECT IS CONVINCED THAT ALL MEANS OF OBTAINING THE SPECIFIED
MATERIALS HAVE BEEN EXHAUSTED. CONTRACTOR SHALL PROVIDE WRITTEN
ASSURANCE THAT ALL MATERIALS NECESSARY TO COMPLETE THE PROJECT AS
SPECIFIED HAVE BEEN LOCATED AND ALL REQUESTS FOR SUBSTITUTIONS MUST

 BE SUBMITTED NO LATER THAN 2 WEEKS PRIOR TO THE INITIATION OF THE
PROJECT.

3 PLANT MATERIAL QUALITY, SIZE AND CONDITION SHALL BE IN ACCORDANCE WITH
AMERICAN STANDARD FOR NURSERY STOCK, MOST CURRENT EDITION, AS
PUBLISHED BY THE AMERICAN ASSOCIATION OF NURSERYMEN.

4 ALL PLANTS SHALL BE TYPICAL OF THEIR SPECIES OR VARIETY. ALL PLANTS SHALL
 HAVE NORMAL, WELL DEVELOPED BRANCHES AND VIGOROUS ROOT SYSTEMS.

THEY SHALL BE SOUND, HEALTHY, VIGOROUS, FREE FROM DEFECTS, DISFIGURING
KNOTS, ABRASIONS OF THE BARK, SUNSCALD INJURIES, PLANT DISEASES, INSECT
EGGS, BORES AND ALL OTHER FORMS OF INFECTIONS.

5 UNLESS OTHERWISE STATED ON THE DRAWINGS OR APPROVED BY THE OWNER'S
REPRESENTATIVE, ALL PLANTS SHALL BE NURSERY GROWN AND SHALL BE
TAGGED WITH NURSERY LABELS INDICATING SPECIES AND VARIETY.

6 BALLED AND BURLAPPED PLANT MATERIAL SHALL HAVE A SOLID BALL OF EARTH
OF MINIMUM SPECIFIED SIZE AND HELD IN PLACE SECURELY BY BURLAP AND A
STOUT TWINE OR ROPE. BROKEN OR LOOSE BALLS WILL BE REJECTED.

7 THE OWNER'S REPRESENTATIVE SHALL INSPECT ALL PLANT MATERIAL AT THE
CONTRACTOR'S YARD PRIOR TO DELIVERY, DURING PLANTING AND AFTER
PLANTING AT THE JOB SITE. AT THE OPTION OF THE CONTRACTOR, THE OWNER'S
REPRESENTATIVE WILL INSPECT PLANT MATERIAL AT A WHOLESALE NURSERY OF
THE CONTRACTOR'S CHOICE, WITHIN 60 MILES OF THE PROJECT SITE, PRIOR TO
DELIVERY OF MATERIALS TO THE CONTRACTOR'S YARD

8 THE OWNER'S REPRESENTATIVE SHALL BE THE JUDGE OF THE QUALITY AND
ACCEPTABILITY OF ALL PLANT MATERIALS. ALL REJECTED MATERIAL SHALL BE
IMMEDIATELY REMOVED FROM THE SITE AND REPLACED WITH ACCEPTABLE
MATERIAL AT NO ADDITIONAL COST TO OWNER.

9 IF SPECIFIED, ALL COLLECTED PLANTS MUST BE PRESENTED ON THE SITE AND
SHALL BE IN ACCORDANCE WITH THE NEW MEXICO DEPARTMENT OF
AGRICULTURE PLANT PROTECTION ACT, REGULATORY ORDER NO. 4.  AND
AMERICAN STANDARDS. PLANT MATERIAL QUALITY, SIZE AND CONDITION SHALL
BE IN ACCORDANCE WITH AMERICAN STANDARD FOR NURSERY STOCK, 2004
EDITION, AS PUBLISHED BY THE AMERICAN ASSOCIATION OF NURSERYMEN.

10 TREES SHALL NOT HAVE LEADERS CUT TO ENCOURAGE LATERAL BRANCHING.
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 1" = 10'-0"
SITE PLANA1

A. ALL PLAYGROUND EQUIPMENT FALL ZONES MUST BE WITHIN WOODFIBER MULCH.INSTALL PER
MANUFACTURERS SPECIFICATIONS.
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OLIVA PARK
AT BASILIO

DRIVE

350 BASILIO DRIVE
GALLUP, NM. 87301N.T.S.

SHADE STRUCTURE FOOTING DETAILB5 1 1/2" = 1'-0"
HSS BEAM AT HSS BEAMB2  1 1/2" = 1'-0"

HSS BEAM AT HSS COLUMNB3 1 1/2" = 1'-0"
HSS BEAM AT HSS BEAMB1

 1/2" = 1'-0"
FRAMING PLANA2  1/4" = 1'-0"

SHADE STRUCTURE ELEVATIONA5 1/2" = 1'-0"
SHADE STRUCTURE ROOF PLANA3

 1/4" = 1'-0"
PARK SIGNC1

1 3/8" THICK METAL LETTERS
2 5'H. WROUGHT IRON PERIMETER FENCE. OWNER PROVIDED AND OWNER INSTALLED.
3 PARK EQUIPMENT. MFG. GAMETIME MODEL #28021 "SINGLE PEDESTAL TUFFCLAD SERIES

ADA ACCESSIBLE FOOD COURT TABLE". INSTALL PER MANUFACTURER'S SPECIFICATIONS.
TABLE TO HAVE THREE SEATS.

4 CONCRETE SLAB FOR PEDESTAL TABLE
5 CANOPY (ABOVE)
6 STEEL COLUMN (SEE XX/X-XXX)
7 CONTINUOUS ANGLE 1 1/2" x 1 1/2" x 3/16"
8 HSS STEEL BEAM
9 FLASHING AS REQUIRED
10 METAL ROOF PANEL
11 HSS STEEL COLUMN
12 CRUSHER FINES, SEE PLAN
13 2" DRYPACK
14 CONCRETE FOOTING AND REINFORCING
15 BASE PLATE

 1/2" = 1'-0"
TYPICAL PICNIC TABLE AND SHELTER PLANA1

 1 1/2" = 1'-0"
HSS BEAM AT HSS BEAMB4
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10
"

8"

CONCRETE SLAB
CRUSHER FINES, SEE PLAN

COMPACT SUBGRADE TO 95% MODIFIED
PROCTOR DENSITY

FILTER FABRIC, DEWITT PRO-5 OR APPROVED
EQUAL

CHAINLINK FENCE POST

2' - 0"

4"

  1/8"

  1/
2"R=1/8"

  1/2"

  1/
8"

BITUMINOUS
JOINT

1/2" PREMOLDED
BITUMINOUS EXPANSION
JOINT MATERIAL

CONTROL JOINT EXPANSION JOINT

R=1/4"

A C B

D

GENERAL NOTES:

1. CROSS SLOPES OF CONCRETE SIDEWALK
SHALL NOT EXCEED 2%. ALL LONGITUDINAL
SLOPES ALONG ROADWAY AND TRAILS
SHALL NOT EXCEED 5%. ALL CUT AND FILL
SLOPES NOT TO EXCEED 4:1. CONTRACTOR
SHALL BE RESPONSIBLE FOR PROVIDING
GRADING, CUT AND FILL, AS NEEDED TO
PROVIDE REQUIRED GRADES. ALL PATHS TO
DRAIN AT MINIMUM 1%. CONTRACTOR TO
REVIEW FINAL GRADING WITH OWNER'S
REPRESENTATIVE PRIOR TO PAVING

MATERIAL AS PER PLAN
CONSTRUCTION NOTES:

A. 3500 PSI CONCRETE SIDEWALK. COLOR - XXXXX.
MEDIUM BROOM FINISH.

B. TOOLED EDGE.

C. CONTROL JOINTS TO BE INSTALLED AT 6' O.C.
EXPANSION JOINTS TO BE INSTALLED AT 18' O.C.
UNLESS OTHERWISE NOTED. ALL EXPANSION JOINT
MATERIAL TO BE RECESSED.

D. SUBGRADE COMPACTED TO 90% MODIFIED
PROCTOR DENSITY.

2% MA
X.

1/2
"

4"

6"
6"

NOTE:

CONTROL  JOINTS TO BE
PLACE AT 5' O.C. EXPANSION
JOINTS TO BE PLACED AT 20'
O.C.

TOOLED EDGE

MATERIAL VARIES.
SEE PLAN

MATERIAL VARIES.
SEE PLAN

6", 4000 PSI
CONCRETE
MOWSTRIP

COMPACTED
SUBGRADE

6" MOWSTRIP

  5'-0" TRAIL

B C D E

CL

CONSTRUCTION NOTES:

A - 100% STABILIZED CRUSHER FINES

B - (1/3 DISTANCE OF TRANSITION)
75" CRUSHER FINES, 25% GRAVEL

C - (1/3 DISTANCE OF TRANSITION)
50% FINES, 50% GRAVEL

D - (1/3 DISTANCE OF TRANSITION)
25% FINES, 75% GRAVEL

E - 100% GRAVEL (3/8" ANGULAR)

NOTES:

1. THE FINISHED SURFACE OF ALL GROUND COVER MATERIAL SHALL BE FLUSH TO EACH
OTHER AND FORM TO THE GRADE.

2. ALL AGGREGATE DEPTHS TO BE 4" UNLESS OTHERWISE NOTED.
3. A SAMPLE OF THE CRUSHER FINES SHALL BE SUBMITTED TO THE OWNER

REPRESENTATIVE FOR APPROVAL PRIOR TO INSTALLATION.
4. SPRAY TO INSTALL LIQUID SOIL STABILIZER (AS MANUFACTURED BY PLOY PAVEMENT, OR

APPROVED EQUAL) ON CRUSHER FINES, APPLICATION #2. INSTALL PER MANUFACTURER'S
RECOMMENDATIONS. CONTACT:______

COMPACT SUBGRADE TO
95% MODIFIED PROCTOR
DENSITY, TYP.

FILTER FABRIC, DEWITT
PRO-5 OR APPROVED
EQUAL.

1' 
- 0

"

6"

NOTE:

CONTROL  JOINTS TO BE
PLACE AT 5' O.C. EXPANSION
JOINTS TO BE PLACED AT 20'
O.C.

TOOLED EDGE

MATERIAL VARIES.
SEE PLAN WOOD FIBERS

6", 4000 PSI
CONCRETE
MOWSTRIP

COMPACTED
SUBGRADE

12" MOWSTRIP

1"

3"
12

" M
IN

.

CURB & GUTTER PER
CITY OF GALLUP
STANDARDS

CRUSHER FINES 4" DEPTH, SEE PLAN

COMPACT SUBGRADE TO 95% MODIFIED
PROCTOR DENSITY

FILTER FABRIC, DEWITT PRO-5 OR APPROVED
EQUAL

CHAINLINK FENCE POST

2' - 0"

CURB & GUTTER PER
CITY OF GALLUP
STANDARDS

CRUSHER FINES, SEE PLAN

COMPACT SUBGRADE TO 95% MODIFIED
PROCTOR DENSITY

FILTER FABRIC, DEWITT PRO-5 OR APPROVED
EQUAL

OWNER PROVIDED WROUGHT IRON FENCE

CURB & GUTTER PER CITY OF
GALLUP STANDARDS

SIDEWALK

EXPANSION MATERIAL AS
REQUIRED

HOT MIX ASPHALTIC CONCRETE
(HMAC) PAVEMENT, SPIV (1ST LIFT)

TACK COAT

HOT MIX ASPHALTIC CONCRETE
(HMAC) PAVEMENT, SPIII (2ND LIFT)

PRIME COAT

TYPE 1 AGGREGATE BASE COURSE COMPACTED
TO 95% MINIMUM DENSITY, ASTM D 1557
SUBGRADE COMPACTED TO 95%
MINIMUM DENSITY, ASTM D 1557

6"
6"

1' 
- 0

"

HOT MIX ASPHALTIC CONCRETE
(HMAC) PAVEMENT, SPIV

PRIME COAT

TYPE 1 AGGREGATE BASE COURSE COMPACTED
TO 95% MINIMUM DENSITY, ASTM D 1557
SUBGRADE COMPACTED TO 95%
MINIMUM DENSITY, ASTM D 1557

3"
6"

1' 
- 0

"
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OLIVA PARK
AT BASILIO

DRIVE

350 BASILIO DRIVE
GALLUP, NM. 87301

N.T.S.
BASKETBALL TURNDOWNB4

N.T.S.
CONCRETE INSTALLATIONA1 N.T.S.

6" MOWSTRIPA3

N.T.S.
STABILIZED CRUSHER FINES PATH WITHOUT MOW CURBB1 N.T.S.

12" MOWSTRIPB3

N.T.S.
CURB DETAILA4

N.T.S.
SIDEWALK DETAILC1 N.T.S.

ASPHALT PAVING - HEAVYC4

N.T.S.
ASPHALT PAVING - LIGHTD4
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1"
 (
TY
P
)

"A"

CENTER OF POST (MAXIMUM)
10' CENTER OF POST TO

"C
"

"B
"

FA
B
R
IC
 H

EI
G
H
T

2
" 
(T
Y
P
)

NOTE: TERMINAL POSTS INCLUDE END, CORNER, AND PULL POSTS

SPECIFIED
POST AS
DIA. OF

38"

  8'-0"6.625"13' 40"42"16"

WIRE, AS SPECIFIED
BOTTOM RAIL OR TENSION

WIRE, AS SPECIFIED
TOP RAIL OR TENSION

GATE POST

44"
40"
36"
44"
40"
36"

46"
42"
38"
46"
42"

18"
16"
14"
16"
14"
12"

7' TO 12' 4.000"
10' TO 12'
6' TO 9'
3' TO 5'
10' TO 12'
6' TO 9'
3' TO 5'

HEIGHT
FABRIC

EMBED.
POST
"C"

3' TO 6' 2.875"

(OD)
POST
GATE

WIDTH
LEAF
GATE

DEPTH
 "B"

DIAM
 "A"

FOOTING
CONCRETE

LINE AND TERMINAL POSTS

30"
36"
36"

30"
30"
24"

EMBEDMENT
"C" POST

38"
38"
32"
32"
32"

12"
12"

TERMINAL
LINE

10"
8"
10"

26"

6'-0" TO 9'-0"

5'-0"

TERMINAL
LINE

6"
TERMINAL

LINE
3'-0" TO 4'-0"

DEPTH
 "B"

DIAM
 "A"

POST
TYPE

HEIGHT
FABRIC

A

F

C D

E

B

2"

6"6"

B EC DA F

4"

G

H

8'-0" TO 10'-0"

4"

FENCE POST

#8 AWG SOLID
COPPER WIRE

MOLDED EXOTHERMIC
WELD OR APPROVED

CLAMP - TYPE FITTING
OF COPPER

3/4" DIA COPPER - CLAD
STEEL GROUND ROD

 
 

10
' -

 0
"

 
 

1'
 - 

0"

 
 

6"

GATE

7' 
- 0

" O
PE

NI
NG

3' - 10" FOR POST 8 5/8" O.D.
3' - 4" FOR POST 6 5/8" O.D.
2' - 10" MIN. FOR POSTS 4" O.D.  & LESS

16"  DIA. MIN. FOR GATE
POST 4" O.D. & LESS
24" DIA FOR GATE POSTS
OVER 4" O.D.

GATE FRAME

LATCH ASSEMBLY

3/8" DIA.
TRUSS

RODS (TYP.)

 
 

6"

3' 
- 4

" M
IN

.
 

 
2"

16" MIN. DIA.

6' - 3 1/8" 6' - 3 1/8"

 
 

6"

 
 

3'
 - 

4"

10" MIN. DIA.
CONCRETE BASE

TRUSS ROD
(3/8" MIN. DIA.)

BRACE RAIL

CORNER, END,
OR PULL POST

TOP RAIL, OR TENSION WIRE

ALUMINUM CAP (TYP.)

2" DIA. LINE POST (TYP.)
ROUND TUBULAR ALUMINUM

CHAIN-LINK FABRIC
(9 GAGE, 2" MESH)
SEE NOTE ABOVE

BOTTOM OF FABRIC

FA
BR

IC
 W

ID
TH

 
 

2"

2" DIA. LINE POST (TYP.)
ROUND TUBULAR

ALUMINUM

GRADE

TENSION WIRE

HOG RINGS (TYP.)

TIE WIRES OR
CLIPS (TYP.)

NOTE:
PROVIDE FENCE FABRIC IN ONE- PIECE HEIGHTS
MEASURED BETWEEN TOP AND BOTTOM OF
OUTER EDGE OF SELVAGE KNUCKLE OR TWIST.
USE ALUMINUM WIRE FABRIC (ATSM F 1183)

VA
RI

ES
: S

EE
 P

LA
N

9-GAGE TIE
WIRES (2' - 0" O.C. MAX)

NOTE:
ALL ATTACHMENTS SHALL
BE ALUMINUM COATED

FABRIC

TOP OR BRACE RAIL ATTACHMENT

TIE WIRE (15" O.C. MAX
AND WITHIN 4"
FROM TOP AND BOTTOM
 OF FABRIC)

TIE WIRE (15" O.C. MAX
AND WITHIN 4"
FROM TOP AND BOTTOM
 OF FABRIC)

H BEAM ROUND POST

CONSTRUCTION NOTES:

A.  MULCH SHALL BE FEATHERED TO A 2"
     DEPTH ON TOP OF ROOT BALL AND
     SHALL BE HELD BACK 2" FROM SHRUB
     STEMS(S).

B.  SHRUB LOCATION AND SPECIES AS PER
     PLAN.

C.  PLANT WITH TOP OF ROT BALL FLUSH
     WITH SUB-GRADE (BOTTOM OF MULCH).

D.  4" DEPTH MULCH THROUGHOUT SHRUB
     BED UNLESS OTHERWISE NOTED.

E.  BACKFILL WITH 1/4 PART (BY VOLUME)
     PLANTING SOIL MIXTURE (FROM
     WESTERN ORGANICS/GRO-WELL OR
     APPROVED EQUAL) AND 3/4" PART (PAY
     VOLUME) EXISTING CLEAN SOIL
     THOROUGHLY MIX BACKFILL PRIOR TO
     INSTALLATION.

F.  UNDISTURBED NATIVE SOIL.

CONSTRUCTION NOTES:

A.  MULCH SHALL BE HELD BACK 2" FROM TREE
     TRUNK.

B.  TREE LOCATION AND SPECIES AS PER PLAN.

C.  REMOVE EXISTING SOIL (FROM NURSERY) AS
      NEEDED TO EXPOSE ROOT FLARE.  INSTALL WITH
      ROOF FLARE 2"-3" ABOVE GRADE.

D.  4" DEPTH MULCH THROUGHOUT PLANTING BED
      UNLESS OTHERWISE NOTED ON PLAN.

E.  PLACE TREE IN HOLE TO STRAIGHTEN.
      REMOVE WIRE BASKET, WOOD BOX, PLASTIC,
      TWINE, AND/OR ROPE PRIOR TO BACKFILL.
      REMOVE BURLAP EXCEPT FROM BOTTOM OF ROOT
      BALL.

F.  BACKFILL WITH 1/4 PART (BY VOLUME) PLANTING
     SOIL MIXTURE (FROM WESTERN ORGANICS/GRO-
     WELL OR APPROVED EQUAL) AND 3/4 PART (BY
     VOLUME) EXISTING CLEAN SOIL.  THOROUGHLY MIX
     BACKFILL PRIOR TO INSTALLATION.

G.  UNDISTURBED NATIVE SOIL.

H.  4" DEPTH WATER RETENTION BASIN AT
      EXCAVATION LIMIT.

10
"

8"

CONCRETE SLAB

CRUSHER FINES, SEE PLAN

COMPACT SUBGRADE TO 95% MODIFIED
PROCTOR DENSITY

FILTER FABRIC, DEWITT PRO-5 OR APPROVED
EQUAL

CHAINLINK FENCE POST

2' - 0"

4"

CONCRETE SLAB

8"

LIGHT FIXTURE
(SEE SITE PLAN)

FIXTURE POLE AND BASE
PLATE FURNISHED AS INTEGRAL
PART OF FIXTURE

BUSH CONDUIT ENDS

GROUND LUG

POLE ACCESS PLATE
WITH GASKET

BASE COVER

 
 

2'
 - 

0"
 

 
5'

 - 
0"

FINISH GRADE

CONDUIT FEEDER,
SEE SITE PLAN
FOR ROUTING

3000 PSI CONCRETE
MINIMUM

CHAMFER EDGE 1" MINIMUM
CONTINUOUS AROUND BASE,

FINISH TO 6" BELOW, FINISH
GRADE SHALL BE AS DIRECTED

BY ARCHITECT

#2 BARE
CU GROUND

(4) 17" LONG GALVANIZED
BOLTS FURNISHED AS PART
OF FIXTURE, INSTALL BOLTS

PER MANUFACTURER'S
BOLT PATTERN

3/4 X 10' GND ROD

#5 VERTICAL
6 EQUALLY SPACED

#4 HORIZONTAL REBAR,
TIES @ 12" O.C. WITH
FIRST TIE @ 6" FROM

BOTTOM

  2' - 0"
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OLIVA PARK
AT BASILIO

DRIVE

350 BASILIO DRIVE
GALLUP, NM. 87301

N.T.S.
CHAIN-LINK FENCE - GROUNDING DETAILB1 N.T.S.

CHAIN-LINK FENCE - GATE DETAILB2

N.T.S.
CHAIN-LINK FENCE -  DETAILC2

N.T.S.
CHAIN-LINK FENCE - LINE POST ATTACHMENTSA1

N.T.S.
CHAIN-LINK FENCE - FENCE FOUNDATIONC1

N.T.S.
PLANTING DETAILSA2  1" = 1'-0"

ISOLATED TREE PLANTINGA3

 1" = 1'-0"
BASKETBALL TURNDOWN @ FOURSQUAREB3 N.T.S.

POLE BASE DETAILB4
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NOTE:
COORDINATE WITH ARCHITECTURAL
SITE PLAN FOR FENCE HEIGHTS
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